
Side light
Dimension

W/G/B/UV R/IR ( LxW ) mm.
1 KC-FL5050K-W/G/B/R/UV/IR 8.5 4.5 50X50
2 KC-FL7070K-W/G/B/R/UV/IR 8.5 8.5 70X70
3 KC-FL100100K-W/G/B/R/UV/IR 12.5 8.5 100X100
4 KC-FL150150K-W/G/B/R/UV/IR 16.5 12.5 150X150
5 KC-FL200200K-W/G/B/R/UV/IR 20.5 16.5 200X200
6 KC-FL250150K-W/G/B/R/UV/IR 24.5 20.5 250X150
7 KC-FL250200K-W/G/B/R/UV/IR 24.5 20.5 250X200
8 KC-FL300200K-W/G/B/R/UV/IR 29.0 20.5 300X200
9 KC-FL300250K-W/G/B/R/UV/IR 29.0 20.5 300X250

10 KC-FL300300K-W/G/B/R/UV/IR 29.0 20.5 300X300
11 KC-FL400300K-W/G/B/R/UV/IR 41.0 33.0 400X300
12 KC-FL600450K-W/G/B/R/UV/IR 57.5 41.0 600X450
13 KC-FL250120K-W/G/B/R/UV/IRK50 25.0 22.0 250X120 hole 50
14 KC-FL250150K-W/G/B/R/UV/IRK50 25.0 22.0 250X150 hole 50
15 KC-FL250250K-W/G/B/R/UV/IRK50 25.0 22.0 250x250 hole 50
16 KC-FL300200K-W/G/B/R/UV/IRK50 30.0 28.5 300x200 hole 50
17 KC-FL400200K-W/G/B/R/UV/IRK50 40.0 38.5 400x200 hole 40
18 KC-FL400300K-W/G/B/R/UV/IRK50 40.0 38.5 400x300 hole 50
19 KC-FL500400K-W/G/B/R/UV/IRK50 50.0 48.5 500x400 hole 70

Power consumption (W)
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